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LAMP PHOTOMETRIC REPORT

MODEL: 98Helios200

POWER: 200W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC
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AVERAGE BEAM ANGLE(50%):111.7 DEG
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TOTAL FLUX: 11170 lm



  10   0- 10

  20  10- 20

  30  20- 30

  40  30- 40

  50  40- 50

  60  50- 60

  70  60- 70

  80  70- 80

  90  80- 90

 100  90-100

 110 100-110

 120 110-120

 130 120-130

 140 130-140

 150 140-150

 160 150-160

 170 160-170

 180 170-180

C0 C45 C90 C135 C180 C225 C270 C315   zone   total   %  

DEG LUMINOUS INTENSITY:cd UNIT:lm

4036 4035 4056 4055 4065 4056 4052 4033 388.1 388.1 3.47

3873 3871 3895 3903 3921 3907 3902 3871 1125 1513 13.5

3587 3583 3595 3626 3651 3646 3627 3597 1737 3250 29.1

3165 3157 3127 3204 3237 3249 3192 3197 2136 5386 48.2

2538 2549 2353 2603 2646 2677 2452 2623 2223 7609 68.1

1697 1614 1415 1641 1743 1811 1663 1745 1890 9499 85

842.7 666.9 532.5 684.9 866.9 859.1 770.6 835.4 1203 10702 95.8

144.9 109.8 51.78 117.2 166.3 180.1 96.55 175.4 435.0 11137 99.7

4.497 0 0 0 5.202 0 0 0 33.33 11170 100

H( ) Range:-90 -  90DEG
H( ) Interval:  2.0DEG

V(B) Range:-80 -  80DEG
V(B) Interval:  5.0DEG




Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:01 July 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 98Helios200

POWER: 200W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 4083

5 4080

10 4036

15 3969

20 3873

25 3748

30 3587

35 3396

40 3165

45 2884

50 2538

55 2141

60 1697

65 1288

70 843

75 449

80 145

85 17.6

90 4.50

5

4083

4078

4033

3964

3866

3740

3578

3385

3153

2871

2521

2130

1703

1277

836

447

151

17.4

0.00

10

4083

4076

4030

3961

3863

3737

3577

3388

3158

2884

2536

2126

1696

1277

835

438

141

17.0

0.00

15

4083

4075

4028

3960

3863

3741

3585

3399

3157

2874

2547

2133

1709

1281

824

428

132

16.3

0.00

20

4083

4074

4028

3961

3867

3748

3589

3388

3154

2884

2559

2119

1739

1259

818

408

122

18.8

0.00

25

4083

4073

4028

3963

3874

3747

3582

3389

3166

2880

2564

2120

1704

1261

777

376

115

18.9

0.00

30

4083

4072

4029

3966

3878

3741

3583

3399

3159

2879

2563

2136

1725

1228

752

357

96.4

14.3

0.00

35

4083

4072

4031

3972

3873

3740

3589

3391

3155

2891

2549

2167

1663

1179

726

343

106

13.8

0.00

40

4083

4072

4033

3977

3871

3742

3594

3385

3158

2874

2543

2137

1647

1160

671

318

110

12.8

0.00

45

4083

4071

4035

3974

3871

3749

3583

3385

3157

2864

2549

2109

1614

1107

667

285

110

11.3

0.00

50

4083

4071

4038

3971

3871

3758

3577

3386

3141

2858

2504

2071

1597

1095

658

275

106

9.68

0.00

55

4083

4070

4041

3970

3873

3756

3577

3390

3129

2855

2464

2046

1566

1057

625

284

100

7.91

0.00

60

4083

4070

4044

3970

3875

3749

3580

3380

3120

2835

2431

2011

1527

1058

615

289

91.2

6.15

0.00

65

4083

4071

4047

3971

3879

3744

3582

3373

3117

2799

2405

1972

1495

1034

586

291

81.9

4.47

0.00

70

4083

4070

4050

3971

3883

3743

3584

3367

3120

2776

2382

1938

1465

1014

571

297

73.0

2.96

0.00

75

4083

4070

4053

3973

3887

3743

3588

3361

3119

2760

2371

1914

1441

994

554

295

64.2

1.71

0.00

80

4083

4070

4055

3973

3890

3744

3593

3361

3122

2747

2361

1898

1427

982

539

292

57.4

0.77

0.00

85

4083

4069

4055

3974

3892

3744

3595

3361

3126

2743

2357

1888

1417

975

533

291

53.2

0.20

0.00

90

4083

4069

4056

3975

3895

3745

3595

3361

3127

2740

2353

1884

1415

974

533

292

51.8

0.00

0.00

H( ) Range:-90 -  90DEG
H( ) Interval:  2.0DEG

V(B) Range:-80 -  80DEG
V(B) Interval:  5.0DEG




Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:01 July 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 98Helios200

POWER: 200W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--2 UNIT: cd

95

0 4083

5 4070

10 4056

15 3977

20 3898

25 3748

30 3597

35 3365

40 3133

45 2749

50 2361

55 1893

60 1423

65 980

70 539

75 295

80 53.2

85 0.20

90 0.00

100

4083

4070

4056

3980

3901

3754

3601

3373

3138

2761

2369

1905

1433

992

554

300

57.7

0.77

0.00

105

4083

4071

4057

3984

3901

3758

3603

3379

3141

2779

2385

1927

1454

1010

572

306

64.9

1.71

0.00

110

4083

4071

4058

3986

3901

3763

3603

3388

3147

2804

2404

1955

1480

1032

597

313

74.7

2.97

0.00

115

4083

4072

4058

3988

3902

3768

3604

3401

3152

2834

2431

1992

1512

1052

611

310

84.9

4.47

0.00

120

4083

4073

4058

3991

3901

3774

3608

3413

3157

2873

2462

2034

1551

1079

636

307

95.4

6.15

0.00

125

4083

4075

4057

3995

3900

3785

3610

3425

3169

2900

2500

2075

1589

1073

648

303

105

7.93

0.00

130

4083

4076

4056

3999

3900

3791

3616

3425

3184

2902

2547

2114

1628

1114

678

298

113

9.71

0.00

135

4083

4078

4055

4003

3903

3787

3626

3429

3204

2910

2603

2156

1641

1126

685

305

117

11.4

0.00

140

4083

4080

4055

4006

3907

3785

3641

3436

3206

2924

2605

2189

1683

1191

684

332

118

12.9

0.00

145

4083

4081

4054

4002

3913

3786

3640

3449

3207

2942

2610

2232

1705

1200

738

353

111

13.9

0.00

150

4083

4082

4054

3999

3921

3789

3637

3457

3215

2939

2628

2193

1773

1255

764

363

102

14.5

0.00

155

4083

4083

4054

3996

3918

3798

3640

3448

3230

2949

2628

2169

1751

1295

787

380

117

19.3

0.00

160

4083

4084

4055

3996

3912

3800

3650

3450

3221

2962

2626

2172

1781

1295

840

411

126

19.0

0.00

165

4083

4086

4056

3996

3909

3793

3647

3463

3227

2954

2630

2189

1755

1307

843

437

134

16.3

0.00

170

4083

4087

4058

3998

3910

3790

3640

3454

3229

2969

2616

2183

1747

1297

852

443

147

17.4

0.00

175

4083

4089

4061

4001

3914

3792

3641

3452

3224

2956

2615

2188

1749

1314

857

454

147

17.9

0.00

180

4083

4091

4065

4007

3921

3800

3651

3464

3237

2969

2646

2203

1743

1315

867

453

166

19.2

5.20

185

4083

4089

4061

4002

3914

3793

3643

3455

3228

2962

2633

2200

1762

1342

879

470

160

21.2

0.00

H( ) Range:-90 -  90DEG
H( ) Interval:  2.0DEG

V(B) Range:-80 -  80DEG
V(B) Interval:  5.0DEG




Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:01 July 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 98Helios200

POWER: 200W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--3 UNIT: cd

190

0 4083

5 4087

10 4058

15 3998

20 3911

25 3791

30 3644

35 3459

40 3237

45 2982

50 2642

55 2205

60 1791

65 1329

70 883

75 476

80 171

85 23.5

90 0.00

195

4083

4086

4056

3996

3911

3794

3653

3471

3240

2973

2665

2217

1808

1356

903

485

170

24.2

0.00

200

4083

4084

4055

3996

3913

3802

3656

3462

3241

2987

2669

2224

1843

1380

916

485

177

33.1

0.00

205

4083

4083

4055

3997

3919

3801

3647

3463

3255

2983

2672

2245

1852

1367

891

475

171

34.1

0.00

210

4083

4082

4055

4000

3924

3795

3647

3472

3246

2982

2687

2281

1848

1358

885

472

159

27.4

0.00

215

4083

4081

4056

4004

3918

3794

3652

3468

3243

2995

2675

2330

1813

1337

867

472

176

26.0

0.00

220

4083

4079

4056

4008

3911

3796

3656

3462

3248

2981

2673

2288

1785

1318

872

457

182

23.9

0.00

225

4083

4077

4056

4005

3907

3799

3646

3460

3249

2972

2677

2249

1811

1318

859

436

180

21.3

0.00

230

4083

4075

4057

4001

3905

3803

3640

3461

3234

2967

2630

2216

1774

1300

855

437

176

18.2

0.00

235

4083

4074

4057

3998

3904

3795

3636

3464

3222

2970

2590

2186

1758

1324

849

444

166

14.9

0.00

240

4083

4072

4057

3994

3905

3786

3634

3453

3213

2944

2555

2155

1736

1300

836

454

154

11.6

0.00

245

4083

4070

4057

3991

3907

3781

3632

3443

3210

2909

2524

2128

1715

1282

831

462

140

8.41

0.00

250

4083

4069

4055

3987

3906

3778

3632

3432

3206

2883

2502

2103

1696

1261

813

456

126

5.57

0.00

255

4083

4069

4053

3984

3906

3774

3632

3425

3203

2859

2486

2088

1683

1243

795

447

114

3.21

0.00

260

4083

4068

4052

3980

3905

3771

3631

3420

3201

2843

2471

2073

1672

1229

782

440

104

1.45

0.00

265

4083

4068

4052

3977

3902

3765

3628

3413

3197

2830

2460

2062

1664

1219

774

435

98.6

0.37

0.00

270

4083

4067

4052

3977

3902

3764

3627

3409

3192

2822

2452

2058

1663

1217

771

434

96.5

0.00

0.00

275

4083

4067

4051

3975

3898

3761

3623

3407

3188

2823

2454

2059

1663

1218

772

434

98.3

0.36

0.00

280

4083

4067

4050

3974

3896

3760

3619

3406

3186

2827

2457

2062

1665

1223

777

437

104

1.44

0.00

H( ) Range:-90 -  90DEG
H( ) Interval:  2.0DEG

V(B) Range:-80 -  80DEG
V(B) Interval:  5.0DEG




Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:01 July 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 98Helios200

POWER: 200W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--4 UNIT: cd

285

0 4083

5 4068

10 4048

15 3973

20 3892

25 3758

30 3615

35 3405

40 3182

45 2839

50 2465

55 2071

60 1673

65 1234

70 788

75 443

80 113

85 3.18

90 0.00

290

4083

4068

4046

3972

3887

3755

3609

3408

3180

2855

2475

2083

1683

1250

801

448

125

5.51

0.00

295

4083

4068

4044

3971

3881

3754

3606

3412

3177

2876

2494

2100

1695

1265

810

445

137

8.28

0.00

300

4083

4068

4041

3969

3876

3758

3600

3417

3176

2907

2517

2121

1709

1278

820

444

151

11.4

0.00

305

4083

4069

4039

3969

3874

3760

3597

3423

3180

2924

2546

2142

1721

1283

820

432

162

14.6

0.00

310

4083

4069

4036

3969

3872

3762

3594

3416

3186

2919

2582

2164

1724

1276

835

418

171

17.7

0.00

315

4083

4070

4033

3972

3871

3753

3597

3409

3197

2920

2623

2193

1745

1275

835

424

175

20.6

0.00

320

4083

4070

4031

3975

3870

3746

3604

3406

3191

2922

2612

2220

1735

1285

852

438

176

22.9

0.00

325

4083

4071

4030

3970

3872

3742

3596

3408

3182

2933

2606

2263

1747

1271

847

458

171

24.6

0.00

330

4083

4072

4028

3965

3877

3741

3587

3408

3180

2915

2611

2205

1796

1308

848

460

153

25.4

0.00

335

4083

4072

4027

3961

3872

3745

3583

3395

3182

2908

2600

2170

1778

1327

865

461

163

31.1

0.00

340

4083

4073

4027

3960

3865

3744

3588

3392

3166

2904

2589

2157

1789

1332

889

457

163

30.0

0.00

345

4083

4075

4028

3959

3862

3738

3583

3400

3163

2885

2575

2158

1745

1317

875

471

166

22.4

0.00

350

4083

4076

4030

3960

3862

3735

3576

3388

3161

2889

2549

2140

1722

1299

859

458

158

21.4

0.00

355

4083

4078

4033

3963

3866

3739

3577

3386

3154

2874

2528

2136

1712

1294

855

457

161

19.8

0.00

H( ) Range:-90 -  90DEG
H( ) Interval:  2.0DEG

V(B) Range:-80 -  80DEG
V(B) Interval:  5.0DEG




Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:01 July 2022 Remarks:


