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LAMP PHOTOMETRIC REPORT

MODEL: 92EL62281365/WH

POWER: 12W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 1254.9 1m ~/+180
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UNIT:cd
€0/180,75.7
€30/210,75.8
—60/240,75.9
©90/270,75.9

AVERAGE BEAM ANGLE (50%) :75.8 DEG

¥ Cco C45 c90 C135 Cc180 C225 Cc270 C315 ¥ ® zone | @ total %
10 777.9 774.5 774.8 778.8 784.4 788.3 788.3 783.8 0- 10 76.06 76.06 6.06
20 687.0 680.7 680.9 687.9 698.2 706.3 706.4 697.8 10- 20 208.8 284.9 22.7
30 559.0 551.5 551.0 557.6 569.1 578.7 580.0 571.3 20- 30 290.7 575.6 45.9
40 356.6 349.9 348.6 353.2 363.0 372.3 374.5 367.5 30— 40 290.7 866.3 69
50 171.6 167.2 166.2 167.8 174.0 180.3 182.2 178.5 40- 50 200.4 1067 85
60 76.02 73.55 71.14 72.69 75.22 78.44 79.17 78.39 50- 60 105.1 1172 93.4
70 39.51 36.04 33.13 36.69 39.62 39.24 37.39 39.57 60— 70 53.82 1226 97.7
80 14.12 9.882 7.805 10.76 13.50 12.55 10.67 12.53 70- 80 25.22 1251 99.7
90 0.2582 0.2531 0.2450 0.2532 0.2310 0.2150 0.2151 0.2151 80- 90 4.101 1255 100
100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:1lm
C Range: 0 - 360DEG y Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:07 December 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 92EL62281365/WH

POWER: 12W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--1 UNIT: cd

C (DEG)

y (DEG) 0 10 20 30 40 50 60 70 80 90 100 | 110 | 120 | 130 | 140 | 150 | 160 | 170 | 180
0 812 | 812 | 812 | 812 | 812 | 812 | 812 | 812 | 812 | 812 | 812 | 812 | 812 | 812 | 812 | 812 | 812 | 812 | 812
5 803 | 802 | 802 | 802 | 801 | 801 | 801 | 801 | 801 | 801 | 801 | 802 | 802 | 803 | 804 | 804 | 805 | 806 | 806
10 778 | 777 | 776 | 775 | 775 | 774 | 774 | 774 | 774 | 775 | 775 | 776 | 777 | 778 | 779 | 781 | 782 | 783 | 784
15 739 | 737 | 735 | 735 | 734 | 734 | 733 | 733 | 733 | 734 | 734 | 736 | 737 | 739 | 740 | 742 | 744 | 746 | 748
20 687 685 | 683 | 682 681 680 680 680 680 681 681 683 | 685 | 687 689 | 691 693 | 696 | 698
25 627 625 | 622 621 620 619 | 618 618 618 619 | 620 622 623 | 626 | 628 631 633 | 636 | 639
30 559 | 557 | 555 | 553 | 552 | 551 | 550 | 550 | 550 | 551 | 551 | 553 | 554 | 557 | 559 | 561 | 563 | 566 | 569
35 464 | 463 | 460 | 459 | 458 | 457 | 456 | 456 | 455 | 456 | 456 | 457 | 458 | 460 | 462 | 464 | 466 | 469 | 472
40 357 | 355 | 353 | 352 | 350 | 350 | 349 | 349 | 348 | 349 | 349 | 350 | 350 | 353 | 354 | 356 | 358 | 361 | 363
45 255 | 254 | 252 | 251 | 249 | 249 | 248 | 248 | 247 | 248 | 248 | 249 | 249 | 251 | 252 | 254 | 255 | 257 | 259
50 172 | 171 | 169 | 169 | 167 | 167 | 166 | 166 | 165 | 166 | 165 | 166 | 166 | 168 | 168 | 170 | 171 | 172 | 174
55 113 | 113 | 112 | 112 | 110 | 110 | 109 | 109 | 109 | 109 | 108 | 109 | 109 | 110 | 110 | 111 | 111 | 113 | 114
60 76.0 | 75.6 | 74.9 | 74.5 | 73.8 | 73.3 | 72.1 | 71.4 | 71.1 | 71.1 | 70.9 | 71.3 | 71.9 | 72.6 | 72.8 | 73.4 | 73.8 | 74.6 | 75.2
65 54.9 | 54.7 | 54.2 | 53.9 | 53.0 | 52.1|51.3|50.6|50.0|50.0|50.1|50.8|51.4|52.0|52.6|53.1]53.3|53.7]53.9
70 39.5|39.2|38.6|37.8|36.5|35.5|34.4|33.7(33.1|33.1(33.4|34.2|35.0(36.2|37.2|38.3|38.9|39.3]39.6
75 25.8 | 25.5|24.5|23.4|22.2|21.2|20.2|19.5(19.1|19.1|19.3|20.0|20.9|22.0|23.1|24.4|25.3|26.0]26.3
80 14.1|13.7 | 12.6 | 11.5|10.3 | 9.43 (8.59 | 8.11 | 7.78 | 7.81 | 7.98|8.52|9.22|10.2 |11.3|12.5|13.7 | 14.7 | 13.5
85 4.05|4.37(3.282.27|1.43|1.04|0.60|0.48 | 0.44 | 0.44|0.43|0.50|0.75|1.32|2.01|3.07|4.27|5.35]4.13
90 0.26 | 0.26 | 0.26 | 0.26 | 0.25 | 0.25 | 0.25 | 0.25 | 0.24 | 0.25 | 0.24 | 0.24 | 0.25 | 0.25 | 0.26 | 0.26 | 0.27 | 0.26 | 0.23
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 10.0DEG 2 .5DEG

Test Speed: MEDIUM
Temperature:25.3°C

Operators:

Test Date:07 December 2022

Interval:
%est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%
Test Distance:6.265m [K=1.0000]

Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 92EL62281365/WH
POWER: 12W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--2 UNIT: cd
C (DEG)
y (DEG) 190 | 200 | 210 | 220 | 230 | 240 | 250 | 260 | 270 | 280 | 290 | 300 | 310 | 320 | 330 | 340 | 350
0 812 | 812 | 812 | 812 | 812 | 812 | 812 | 812 | 812 | 812 | 812 | 812 | 812 | 812 | 812 | 812 | 812
5 807 | 807 | 808 | 808 | 808 | 808 | 808 | 808 | 808 | 808 | 807 | 807 | 806 | 805 | 805 | 804 | 803
10 785 | 787 | 787 | 788 | 788 | 789 | 789 | 789 | 788 | 788 | 787 | 786 | 784 | 783 | 782 | 781 | 779
15 749 | 751 | 752 | 754 | 754 | 755 | 755 | 755 | 754 | 753 | 751 | 750 | 748 | 746 | 744 | 743 | 740
20 700 | 703 | 704 | 706 | 706 | 708 | 707 | 707 | 706 | 705 | 703 | 701 | 699 | 697 | 694 | 692 | 689
25 641 | 644 | 646 | 648 | 648 | 650 | 649 | 650 | 648 | 647 | 645 | 643 | 640 | 638 | 635 | 633 | 629
30 571 | 575 | 576 | 578 | 579 | 580 | 580 | 581 | 580 | 579 | 577 | 575 | 572 | 570 | 567 | 565 | 562
35 474 | 477 | 479 | 482 | 482 | 484 | 484 | 485 | 484 | 483 | 481 | 480 | 477 | 475 | 472 | 470 | 467
40 365 | 368 | 369 | 372 | 373 | 375 | 374 | 375 | 374 | 374 | 372 | 371 | 368 | 367 | 364 | 362 | 359
45 261 | 264 | 265 | 267 | 268 | 269 | 269 | 270 | 269 | 270 | 268 | 267 | 265 | 263 | 261 | 259 | 257
50 175 | 177 | 178 | 180 | 181 | 182 | 182 | 183 | 182 | 182 | 181 | 181 | 179 | 178 | 176 | 175 | 173
55 115 | 116 | 117 | 119 | 119 | 120 | 120 | 121 | 120 | 120 | 119 | 119 | 118 | 117 | 116 | 116 | 114
60 75.8 | 76.7 | 77.4 | 78.2 | 78.7 | 79.0 | 78.9 | 79.4 | 79.2 | 79.0 | 78.7 | 78.9 | 78.6 | 78.2 | 77.6 | 77.2 | 76.5
65 54.1 | 54.5 | 54.8 | 54.9 | 54.6 | 54.4 | 53.9 |53.9|53.8|54.2|54.5|55.0|55.4|55.8|55.7|55.6|55.1
70 39.9|40.3 | 40.0 | 39.5|38.9 |38.4 | 37.8|37.5|37.4|37.7|38.0|38.7(39.3|39.9|40.2|40.3] 39.8
75 26.5|26.4|25.8|25.2 | 24.4|23.8|23.1|22.9|22.7|22.9|23.3|23.9(24.5|25.2|25.7|26.2]26.1
80 13.5|14.4 | 13.6 | 12.9|12.2 | 11.6 | 11.1 | 10.8 | 10.7 | 10.8 | 11.1 | 11.6 | 12.2 | 12.9 | 13.5 | 14.2 | 13.7
85 3.52 | 4.75|3.90|3.15|2.52 |2.20|1.96|1.84|1.77 |1.86|1.99|2.24 |2.62|3.25|3.94|4.16| 2.88
90 0.230.23|0.22|0.22|0.21|0.21 |0.21|0.21|0.22|0.21|0.22|0.21 | 0.22|0.22|0.22|0.22|0.23
C Range: 0 - 360DEG ¥ Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:07 December 2022 Remarks:




