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Technical data: 
 

 

▪ Nominal voltage: 230V/ 50-60Hz 

▪ Lamp holder: E27 

▪ Protection against dust and moisture: IP20 
 

 

Features: 
 

 

▪ Resistant to shock and vibration stable body 

▪ Attractive design  

▪ Best effect with Vintage lamp 

▪ Environmentally Friendly – does not emit Mercury and Lead (by RoHS Directive) 

▪ No ultraviolet and infrared rays 

▪ Low heat emission  
 

 

Area of application: 
 

 

▪ General illumination 

▪ Domestic applications  

▪ Home interior 
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Variants and Dimensions: 
 

 

Description Lamp 
holder 

Colour 
body 

Material Size 
(mm) 

Catalogue 
number 

    Diameter Height  

Wall fixture E27  Antique brass Iron 100 200  955SAILOR1W 

 

 

Description Lamp 
holder 

Colour 
body 

Material Size 
(mm) 

Catalogue 
number 

    Diameter Height  

Pendant E27 Red antique brass Iron 100 2050 955SAILOR1RAB 

 

 

Description Lamp 
holder 

Colour 
body 

Material Size 
(mm) 

Catalogue 
number 

    Diameter Height  

Pendant E27 Brown Silicone 50 1080 955SAILOR1BR 

Pendant  E27 Pink Silicone 90 1500  955SAILOR1P 

Pendant  E27 Chrome Silicone 100 1085 9527100 

 

 

Description Lamp 
holder 

Colour 
body 

Material Size 
(mm) 

Catalogue 
number 

    Diameter Height  

Pendant E27 Antique brass Metal 50 1070 955SAILOR1BR 

Pendant  E27 Copper and black Metal 50 1080  955SAILOR1P 

Pendant  E27 Black Metal 50 1240 955SAILOR1BK 
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Description Lamp 
holder 

Colour 
body 

Material Size 
(mm) 

Catalogue 
number 

    Diameter Height  

Pendant E27  Cement and black Cement 
and metal 

60 1090  955SAILOR1C 

 

Barcodes: 
 

3800131207104 955SAILOR1W 

3800131207098 955SAILOR1RAB 

3800131199850 955SAILOR1AB 

3800131199867 955SAILOR1CU 

3800131199836 955SAILOR1C 

3800131199843 955SAILOR1BK 

3800131199874 955SAILOR1BR 

3800131207074 955SAILOR1P 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

● EN 55015 ● EN 60598-1 ● EN 60598-2-1 ● EN 61547 ● 


