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LAMP PHOTOMETRIC REPORT

MODEL: 96RAY20/WW

POWER: 20W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 1999.9 1m

20

©30/210,50.5
—60/240,51.1
©90/270,51.6

AVERAGE BEAM ANGLE (50%) :50.8 DEG

¥ Cco C45 c90 C135 Cc180 C225 Cc270 C315 ¥ ® zone | @ total %
10 1090 1081 1064 1057 1084 1122 1133 1127 0- 10 119.8 119.8 5.99
20 799.6 795.6 809.6 809.6 822.3 858.5 840.5 829.3 10- 20 262.5 382.3 19.1
30 658.4 660.0 666.1 668.2 669.8 668.7 674.8 675.6 20- 30 341.9 724.2 36.2
40 526.5 531.5 535.0 535.1 536.2 530.1 534.6 536.8 30— 40 374.9 1099 55
50 417.5 416.4 417.3 420.7 424.1 419.3 421.5 420.2 40- 50 367.6 1467 73.3
60 278.6 275.6 279.0 270.9 274.7 285.7 283.3 278.8 50- 60 314.2 1781 89.1
70 113.3 105.5 106.0 106.5 107.9 108.4 111.0 114.6 60— 70 190.0 1971 98.6
80 5.407 5.161 5.981 6.713 4.934 4,912 5.661 6.482 70- 80 26.08 1997 99.9
90 0.7453 0.7032 0.7166 0.7162 0.6289 0.6212 0.6329 0.6252 80- 90 2.893 2000 100
100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:1lm
C Range: 0 - 360DEG y Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.340m [K=1.0000]

Test Date:23 January 2023 Remarks:




EVERFINE GONIOPHOTOMETERS SYSTEM TEST REPORT

EV=RFINE

Page 2 Of 3

LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 96RAY20/WW

POWER: 20W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--1 UNIT: cd

C (DEG)

y (DEG) 0 10 20 30 40 50 60 70 80 90 100 | 110 | 120 | 130 | 140 | 150 | 160 | 170 | 180
0 1466 | 1466 | 1466 | 1466 | 1466 | 1466 | 1466 | 1466 | 1466 | 1466 | 1466 | 1466 | 1466 | 1466 | 1466 | 1466 | 1466 | 1466 | 1466
5 1356 | 1353 | 1346 | 1342 | 1335 | 1331 | 1324 | 1321 | 1315 | 1312 | 1307 | 1306 | 1304 | 1306 | 1307 | 1311 | 1313 | 1321 | 1321
10 1090 | 1087 | 1084 | 1084 | 1081 | 1081 | 1077 | 1074 | 1069 | 1064 | 1059 | 1056 | 1053 | 1056 | 1058 | 1064 | 1072 | 1083 | 1084
15 907 904 901 900 | 898 900 905 | 910 911 911 908 906 | 905 | 906 | 908 915 | 921 929 | 928
20 800 | 797 | 794 | 794 | 795 | 797 | 799 | 802 | 806 | 810 | 809 | 808 | 806 | 808 | 811 | 816 | 821 | 826 | 822
25 726 | 726 | 727 | 727 | 728 | 730 | 731 | 734 | 736 | 738 | 739 | 737 | 735 | 736 | 738 | 740 | 743 | 746 | 741
30 658 | 659 | 658 658 659 | 661 662 664 665 | 666 | 666 | 666 | 666 | 668 669 | 671 674 677 670
35 594 | 594 | 593 | 593 | 594 | 596 | 596 | 597 | 596 | 597 | 596 | 596 | 596 | 598 | 599 | 601 603 | 606 | 599
40 527 | 527 | 528 | 529 | 530 | 533 | 533 | 534 | 534 | 535 | 535 | 535 | 534 | 535 | 535 | 537 | 540 | 543 | 536
45 471 | 473 | 472 | 472 | 473 | 476 | 477 | 476 | 474 | 476 | 477 | 477 | 477 | 477 | 478 | 479 | 481 | 486 | 481
50 417 | 418 | 416 | 415 | 415 | 418 | 418 | 419 | 418 | 417 | 418 | 420 | 418 | 419 | 423 | 423 | 421 | 425 | 424
55 353 | 353 | 349 | 349 | 349 | 350 | 350 | 351 | 354 | 354 | 350 | 351 | 349 | 350 | 355 | 360 | 351 | 351 | 355
60 279 | 278 | 277 | 278 | 275 | 276 | 273 | 273 | 275 | 279 | 272 | 272 | 271 | 271 | 271 | 279 | 282 | 274 | 275
65 194 | 194 | 194 | 200 | 196 | 193 | 187 | 184 | 184 | 186 | 183 | 185 | 185 | 187 | 186 | 188 | 195 | 197 | 191
70 113 | 112 | 114 | 114 | 108 | 103 | 107 | 107 | 103 | 106 | 107 | 105 | 101 | 106 | 107 | 104 | 104 | 112 | 108
75 10.2 | 10.2 | 9.96 | 9.26 | 9.48 | 10.2 | 11.0 | 11.5 | 11.5| 11.5 | 11.6 | 12.2 | 12.8 | 12.5 | 12.5 | 11.8 | 11.2 | 10.7 | 9.14
80 5.41 | 5.42 | 5.28 | 4.90 | 5.01 | 5.32 | 5.64 | 5.81 | 5.97 | 5.98 | 6.18 | 6.53 | 6.79 | 6.70 | 6.72 | 6.45 | 6.18 | 5.89 | 4.93
85 2.26 | 2.27(2.222.09|2.12 |2.19|2.26 | 2.27 | 2.30 | 2.31 | 2.40 | 2.51 | 2.60 | 2.62 | 2.68 | 2.63 | 2.58 | 2.52 | 2.10
90 0.75|0.74|0.72|0.71|0.70 | 0.70 | 0.71 | 0.71 | 0.72 | 0.72 | 0.72 | 0.72 | 0.72 | 0.72 | 0.72 | 0.71 | 0.72 | 0.72 | 0.63
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG

Test Speed: MEDIUM
Temperature:25.3°C

Operators:

Test Date:23 January 2023

%est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%

Test Distance:6.340m [K=1.0000]

Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 96RAY20/WW
POWER: 20W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

Table--2 UNIT: cd
C (DEG)

y (DEG) 190 | 200 | 210 | 220 | 230 | 240 | 250 | 260 | 270 | 280 | 290 | 300 | 310 | 320 | 330 | 340 | 350

0 1466 | 1466 | 1466 | 1466 | 1466 | 1466 | 1466 | 1466 | 1466 | 1466 | 1466 | 1466 | 1466 | 1466 | 1466 | 1466 | 1466
5 1326 | 1334 | 1339 | 1346 | 1351 | 1357 | 1360 | 1366 | 1367 | 1370 | 1371 | 1373 | 1371 | 1371 | 1368 | 1367 | 1362
10 1094 | 1105 | 1112 | 1120 | 1124 | 1129 | 1131 | 1134 | 1133 | 1135 | 1133 | 1133 | 1129 | 1125 | 1117 | 1112 | 1103
15 938 | 952 | 964 | 972 | 975 | 974 | 969 | 965 | 960 | 957 | 950 | 946 | 942 | 938 | 932 | 927 | 921
20 830 | 839 | 846 | 857 | 860 | 861 | 856 | 849 | 841 | 837 | 836 | 834 | 831 | 828 | 822 | 818 | 813
25 744 | 749 | 750 | 751 | 755 | 760 | 755 | 753 | 753 | 753 | 753 | 754 | 751 | 747 | 744 | 741 | 736
30 670 | 671 | 670 | 669 | 669 | 670 | 671 | 673 | 675 | 677 | 679 | 679 | 677 | 674 | 671 | 669 | 666
35 597 | 596 | 595 | 595 | 597 | 598 | 599 | 599 | 600 | 603 | 605 | 605 | 604 | 604 | 602 | 601 | 601
40 534 | 532 | 528 | 529 | 531 | 532 | 533 | 534 | 535 | 537 | 538 | 538 | 537 | 536 | 535 | 534 | 534
45 479 | 474 | 470 | 471 | 473 | 474 | 474 | 475 | 476 | 479 | 479 | 478 | 479 | 478 | 476 | 476 | 475
50 423 | 421 | 417 | 419 | 420 | 419 | 416 | 419 | 422 | 423 | 420 | 419 | 420 | 420 | 417 | 417 | 418
55 357 | 358 | 357 | 360 | 362 | 356 | 353 | 356 | 360 | 358 | 354 | 352 | 355 | 354 | 352 | 351 | 350
60 274 | 276 | 278 | 284 | 287 | 283 | 278 | 281 | 283 | 283 | 281 | 281 | 279 | 278 | 280 | 277 | 274
65 185 | 192 | 196 | 197 | 193 | 195 | 197 | 198 | 197 | 196 | 199 | 197 | 196 | 196 | 194 | 192 | 193
70 105 | 109 | 106 | 108 | 109 | 113 | 114 | 114 | 111 | 114 | 119 | 119 | 116 | 113 | 114 | 115 | 114
75 9.60 | 8.87 | 8.75 | 8.81|9.12 | 10.1 | 10.7 | 10.8 | 10.7 | 10.9 | 10.9 | 11.7 | 12.2 | 12.6 | 12.5 | 12.9 | 13.4
80 5.17 | 4.86 | 4.83 | 4.84 | 4.98 | 5.31 | 5.63 | 5.73 | 5.66 | 5.66 | 5.64 | 6.04 | 6.39 | 6.57 | 6.61 | 6.80 | 7.10
85 2.13|0.88 | 2.11 | 2.16 | 2.25 | 2.34 | 2.45 | 2.46 | 2.43 | 2.40 | 2.41 | 2.53 | 2.64 | 2.68 | 2.63 | 0.98 | 2.65
90 0.63|0.61|0.62|0.62|0.63|0.62|0.63|0.62|0.63|0.63|0.63|0.63|0.63|0.62|0.63|0.63]|0.65
C Range: 0 - 360DEG ¥ Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: MEDIUM %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.340m [K=1.0000]

Test Date:23 January 2023 Remarks:



