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LAMP PHOTOMETRIC REPORT

MODEL: 98E0S100/BL

POWER: 100W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

TOTAL FLUX: 12115 1m ~/+180

-150 150

20

©30/210,97.4
—60/240,97.3
©90/270,97.2

AVERAGE BEAM ANGLE (50%) :97.4 DEG

¥ co C45 c90 C135 Cc180 C225 Cc270 C315 ¥ ® zone | @ total %
10 5708 5674 5673 5715 5771 5795 5780 5744 0- 10 547.2 547.2 4.52
20 5661 5617 5637 5704 5781 5810 5803 5745 10- 20 1624 2171 17.9
30 5520 5503 5528 5579 5667 5708 5700 5624 20- 30 2624 4795 39.6
40 5324 5301 5285 5316 5446 5400 5363 5354 30— 40 3447 8242 68
50 1784 1677 1316 1285 2184 2193 2274 2125 40- 50 3335 11577 95.6
60 85.12 83.86 90.84 86.65 87.01 90.89 100.7 90.99 50- 60 408.7 11986 98.9
70 51.66 50.48 51.50 51.73 50.05 51.32 53.90 52.75 60— 70 67.29 12053 99.5
80 28.29 28.56 27.86 29.30 27.77 29.07 28.44 29.51 70- 80 42.14 12095 99.8
90 3.954 6.817 6.400 7.146 4.102 7.497 6.146 7.601 80- 90 19.75 12115 100
100 90-100

110 100-110

120 110-120

130 120-130

140 130-140

150 140-150

160 150-160

170 160-170

180 170-180

DEG LUMINOUS INTENSITY:cd UNIT:1lm
C Range: 0 - 360DEG y Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:25 August 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 98E0S100/BL

POWER: 100W VOLTAGE: 230V WORKING VOLTAGE: 230V
MANUFACTURER: Elmark Industries JSC
Table--1 UNIT: cd

C (DEG)

y (DEG) 0 10 20 30 40 50 60 70 80 90 100 | 110 | 120 | 130 | 140 | 150 | 160 | 170 | 180
0 5727 | 5727 | 5727 | 5727 | 5727 | 5727 | 5727 | 5727 | 5727 | 5727 | 5727 | 5727 | 5727 | 5727 | 5727 | 5727 | 5727 | 5727 | 5727
5 5724 | 5718 | 5712 | 5711 | 5710 | 5698 | 5700 | 5706 | 5704 | 5707 | 5705 | 5713 | 5715 | 5718 | 5728 | 5734 | 5738 | 5745 | 5753
10 5708 | 5694 | 5689 | 5683 | 5681 | 5666 | 5668 | 5668 | 5667 | 5673 | 5676 | 5693 | 5698 | 5709 | 5721 | 5736 | 5744 | 5758 | 5771
15 5693 | 5683 | 5667 | 5657 | 5652 | 5639 | 5642 | 5640 | 5645 | 5651 | 5658 | 5681 | 5692 | 5708 | 5724 | 5743 | 5759 | 5771 | 5784
20 5661 | 5650 | 5638 | 5627 | 5621 | 5613 | 5614 | 5621 | 5626 | 5637 | 5644 | 5666 | 5677 | 5694 | 5714 | 5737 | 5751 | 5771 | 5781
25 5606 | 5595 | 5581 | 5578 | 5576 | 5572 | 5574 | 5580 | 5583 | 5595 | 5600 | 5619 | 5626 | 5649 | 5669 | 5694 | 5715 | 5735 | 5746
30 5520 | 5512 | 5502 | 5505 | 5504 | 5502 | 5507 | 5514 | 5518 | 5528 | 5529 | 5544 | 5549 | 5567 | 5591 | 5615 | 5631 | 5656 | 5667
35 5426 | 5423 | 5418 | 5417 | 5417 | 5419 | 5424 | 5426 | 5427 | 5433 | 5424 | 5437 | 5441 | 5460 | 5473 | 5501 | 5526 | 5552 | 5564
40 5324 | 5327 | 5316 | 5319 | 5306 | 5295 | 5286 | 5282 | 5275 | 5285 | 5271 | 5280 | 5284 | 5305 | 5328 | 5370 | 5419 | 5455 | 5446
45 4893 | 4907 | 4883 | 4877 | 4840 | 4815 | 4764 | 4751 | 4728 | 4750 | 4743 | 4771 | 4772 | 4825 | 4875 | 4962 | 5012 | 5077 | 5076
50 1784 | 2088 | 1558 | 2011 | 1395 | 1959 | 1308 | 1338 | 1270 | 1316 | 1241 | 1288 | 1234 | 1298 | 1271 | 1376 | 1388 | 2155 | 2184
55 149 | 273 | 144 | 255 | 144 | 247 | 148 | 240 | 149 | 231 | 148 | 147 | 143 | 143 | 141 | 144 | 144 | 250 | 261
60 85.1|85.5|84.2|84.1(83.2|84.5(85.3|87.4(88.6|90.8|90.5|90.2|88.4|87.4|85.9|86.2|86.3|88.2|87.0
65 65.2 | 64.9 | 64.2 | 63.9 | 63.6 | 64.0 | 64.6 | 65.5 | 66.2 | 67.4 | 67.6 | 68.0| 67.3 | 66.5| 65.4 | 65.1| 65.0| 65.6 | 64.3
70 51.7 | 51.1| 50.6 | 50.7 | 50.5 | 50.5 | 50.5 | 50.4 | 50.4 | 51.5 | 51.3 | 52.0 | 52.3 | 52.0 | 51.4 | 51.4 | 51.1 | 51.1 | 50.1
75 40.3 | 39.7 | 39.6 | 39.9(39.1|39.1|39.0|38.5(38.2|39.4(38.7|39.5|40.1|40.2|39.8|40.3|40.0| 39.839.1
80 28.3(28.6(30.2|29.6|28.2|28.9|29.5|28.7(27.3|27.9(27.6|29.1|30.3|29.8|28.8|29.930.6/29.1]27.8
85 15.2 | 16.3 | 19.3|19.0 | 17.2 | 18.2 | 19.4 | 18.6 | 16.5| 15.9 | 16.5| 18.8 | 19.9 | 18.8 | 17.3 | 18.8 | 19.7 | 16.8 | 14.8
90 3.95|5.42|6.50 | 6.94 | 6.57 | 7.06 | 7.88 | 7.52 | 7.50 | 6.40 | 7.37 | 7.79 | 8.07 | 7.49 | 6.80 | 7.24 | 6.87 | 5.73 | 4.10
C Range: 0 - 360DEG Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG

Test Speed: HIGH

Temperature:25.3°C

Operators:

Test Date:25 August 2022

Y
te

Remarks:

st System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Humidity:65.0%
Test Distance:6.265m [K=1.0000]
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 98E0S100/BL

POWER: 100W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

Table--2 UNIT: cd
C (DEG)
y (DEG) 190 | 200 | 210 | 220 | 230 | 240 | 250 | 260 | 270 | 280 | 290 | 300 | 310 | 320 | 330 | 340 | 350

0 5727 | 5727 | 5727 | 5727 | 5727 | 5727 | 5727 | 5727 | 5727 | 5727 | 5727 | 5727 | 5727 | 5727 | 5727 | 5727 | 5727
5 5755 | 5756 | 5759 | 5762 | 5760 | 5766 | 5760 | 5759 | 5758 | 5753 | 5756 | 5750 | 5745 | 5740 | 5738 | 5732 | 5724
10 5775 | 5786 | 5791 | 5797 | 5792 | 5794 | 5791 | 5785 | 5780 | 5769 | 5772 | 5760 | 5748 | 5740 | 5733 | 5723 | 5714
15 5793 | 5799 | 5805 | 5814 | 5806 | 5813 | 5806 | 5799 | 5797 | 5786 | 5780 | 5767 | 5751 | 5743 | 5731 | 5721 | 5704
20 5789 | 5798 | 5802 | 5811 | 5808 | 5812 | 5808 | 5810 | 5803 | 5790 | 5784 | 5772 | 5755 | 5735 | 5715 | 5698 | 5682
25 5754 | 5766 | 5769 | 5781 | 5776 | 5781 | 5780 | 5780 | 5775 | 5766 | 5759 | 5738 | 5717 | 5695 | 5672 | 5649 | 5622
30 5675 | 5690 | 5698 | 5712 | 5704 | 5708 | 5709 | 5705 | 5700 | 5691 | 5679 | 5660 | 5633 | 5615 | 5588 | 5563 | 5543
35 5575 | 5584 | 5583 | 5592 | 5583 | 5588 | 5580 | 5585 | 5578 | 5571 | 5562 | 5547 | 5517 | 5504 | 5478 | 5466 | 5451
40 5442 | 5439 | 5420 | 5413 | 5387 | 5385 | 5368 | 5372 | 5363 | 5369 | 5364 | 5362 | 5353 | 5355 | 5345 | 5345 | 5342
45 5034 | 5003 | 4935 | 4921 | 4874 | 4864 | 4816 | 4815 | 4790 | 4802 | 4790 | 4820 | 4820 | 4865 | 4877 | 4906 | 4898
50 1690 | 2208 | 1929 | 2252 | 2134 | 2244 | 2235 | 2309 | 2274 | 2306 | 2223 | 2212 | 2112 | 2139 | 2060 | 2154 | 1897
55 149 | 279 | 164 | 309 | 177 | 185 | 189 | 194 | 195 | 189 | 184 | 179 | 173 | 325 | 155 | 293 | 150
60 87.2 | 88.5|88.4|90.5|91.3|94.5|96.3| 100 | 101 | 101 | 97.6 | 95.5 | 92.1 | 89.9 | 86.7 | 85.8 | 84.4
65 64.3 | 64.8 | 64.9 | 65.8 | 66.4 | 68.1|69.2|70.8|71.3|71.7|71.0|70.3 | 68.6| 67.3 | 65.8| 65.2 | 64.4
70 49.9 | 50.5 | 50.7 | 51.3 | 51.4 | 52.0 | 52.2 | 52.8 | 53.9 | 53.9 | 53.9 | 54.0 [ 53.1 | 52.4 | 51.3 | 50.9 | 50.3
75 38.6 | 39.3|39.8(39.7[39.639.9|39.3|39.6|40.6|40.5|40.6 | 41.3 | 40.7 | 40.2 | 40.0 | 39.6 | 38.7
80 28.2 | 30.1|29.6|28.9(29.2|29.9|29.1|28.2|28.4|28.6|29.9|30.8(29.9|29.129.5|30.3]28.2
85 16.2 19.9|19.5|18.1 | 19.0 | 20.5 | 19.5 | 17.5 | 16.7 | 17.5| 19.8 | 21.2 | 19.7 | 18.2 | 19.3 | 20.0 | 16.6
90 5.85|6.97 | 7.45| 7.33 | 7.66 | 8.54 | 8.28 | 8.23 | 6.15 | 8.11 | 8.63 | 8.74 | 7.98 | 7.22 | 7.41 | 7.06 | 6.02
C Range: 0 - 360DEG ¥ Range: 0 - 90DEG
C Interval: 10.0DEG Interval: 2.5DEG
Test Speed: HIGH %est System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%
Operators: Test Distance:6.265m [K=1.0000]

Test Date:25 August 2022 Remarks:




