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LAMP PHOTOMETRIC REPORT

MODEL: 99POMX30/BL

POWER: 20W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC
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TOTAL FLUX: 2067.4 lm
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C0 C45 C90 C135 C180 C225 C270 C315   zone   total   %  

DEG LUMINOUS INTENSITY:cd UNIT:lm

796.3 795.3 794.6 794.6 795.4 796.2 796.5 796.4 76.91 76.91 3.72

739.2 738.1 736.7 736.8 738.2 740.1 740.4 740.4 217.4 294.3 14.2

652.4 651.0 649.3 649.3 651.2 654.7 654.8 654.4 321.6 615.9 29.8

545.3 542.3 540.1 540.5 543.9 546.4 547.1 546.5 375.1 991.1 47.9

429.2 422.3 417.0 420.9 424.1 426.4 424.5 427.2 374.1 1365 66

298.9 297.6 290.2 296.0 297.5 301.7 298.1 302.7 323.3 1688 81.7

172.4 174.6 166.7 172.8 171.2 179.9 173.9 179.8 232.9 1921 92.9

59.83 62.60 55.18 61.00 58.37 65.54 61.43 66.03 121.7 2043 98.8

1.889 1.475 6.138 1.384 1.933 1.336 6.982 1.280 24.29 2067 100

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:05 December 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99POMX30/BL

POWER: 20W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--1 UNIT: cd

0

0 816

5 811

10 796

15 772

20 739

25 699

30 652

35 601

40 545

45 488

50 429

55 368

60 299

65 235

70 172

75 113

80 59.8

85 13.5

90 1.89

10

816

811

796

772

739

699

652

600

545

486

425

363

301

236

174

116

61.2

13.9

1.72

20

816

811

796

771

739

698

652

600

544

485

424

363

301

236

175

116

61.8

15.3

1.59

30

816

811

796

772

739

699

652

600

544

485

424

362

300

237

176

117

63.0

17.7

1.41

40

816

810

795

771

738

698

651

599

543

484

423

361

298

236

175

117

63.2

19.3

1.41

50

816

810

795

771

738

698

651

599

542

483

422

360

297

235

174

116

62.0

18.3

1.54

60

816

810

795

770

737

697

650

598

541

482

420

358

295

232

171

112

59.6

16.3

3.04

70

816

810

795

770

737

697

650

598

541

481

419

356

293

230

171

111

57.9

15.0

5.26

80

816

810

795

770

737

696

649

597

540

480

417

354

291

228

167

108

55.6

12.9

5.89

90

816

810

795

770

737

696

649

597

540

480

417

354

290

227

167

108

55.2

12.6

6.14

100

816

810

795

770

736

696

649

596

540

480

417

354

290

228

167

108

56.7

13.5

6.19

110

816

810

795

770

737

696

649

597

540

480

419

356

292

229

172

110

58.5

15.5

5.35

120

816

810

795

770

737

696

649

596

540

480

419

357

294

231

170

112

58.1

16.2

2.81

130

816

810

795

770

737

696

649

597

540

481

421

358

296

233

173

115

60.8

18.7

1.42

140

816

810

795

770

737

696

649

597

541

482

421

359

296

234

173

115

61.2

18.6

1.35

150

816

810

795

770

737

697

650

597

542

483

422

360

297

235

173

115

60.3

16.4

1.36

160

816

810

795

770

737

696

650

598

542

483

423

361

297

234

172

113

59.2

13.7

1.55

170

816

810

795

771

738

697

651

599

543

484

423

361

297

234

172

113

59.1

12.4

1.76

180

816

811

795

771

738

697

651

600

544

485

424

362

298

234

171

112

58.4

12.7

1.93

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:05 December 2022 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

MODEL: 99POMX30/BL

POWER: 20W VOLTAGE: 230V WORKING VOLTAGE: 230V

MANUFACTURER: Elmark Industries JSC

  (DEG)

C(DEG)
  Table--2 UNIT: cd

190

0 816

5 810

10 795

15 771

20 738

25 698

30 651

35 600

40 544

45 485

50 425

55 362

60 298

65 234

70 170

75 109

80 55.6

85 12.2

90 1.62

200

816

810

796

771

739

699

652

600

545

487

427

367

300

237

173

112

54.8

13.2

1.35

210

816

811

796

772

739

699

653

601

546

489

426

364

302

239

177

116

59.8

12.2

1.26

220

816

811

796

772

740

700

654

602

547

487

427

365

302

240

178

120

65.8

19.7

1.25

230

816

811

796

773

740

701

655

602

546

487

426

364

301

239

181

119

65.2

20.0

1.42

240

816

811

797

774

741

701

655

603

546

487

426

364

301

238

177

118

63.9

19.7

3.23

250

816

811

797

773

740

701

655

603

546

487

425

363

299

236

178

116

64.0

18.6

6.10

260

816

812

797

773

741

701

655

603

547

487

425

362

299

236

175

116

63.3

17.7

7.08

270

816

812

796

773

740

701

655

603

547

487

424

362

298

235

174

115

61.4

17.0

6.98

280

816

812

797

773

741

701

655

603

547

488

425

362

299

236

177

116

62.1

17.7

6.54

290

816

811

797

773

741

701

655

603

547

487

426

363

300

237

179

117

64.1

18.8

5.38

300

816

811

797

773

741

701

655

603

547

488

427

365

302

239

178

119

64.4

19.7

2.37

310

816

811

796

773

740

701

654

602

546

487

427

365

302

240

180

120

66.0

21.4

1.33

320

816

811

796

773

740

701

654

602

547

488

427

366

303

240

179

121

66.0

19.0

1.24

330

816

811

796

772

740

700

654

602

546

490

431

365

302

239

177

116

59.2

12.7

1.21

340

816

811

796

772

740

700

654

601

546

491

433

371

301

237

174

112

55.2

13.7

1.23

350

816

811

796

772

739

699

653

601

546

489

431

369

299

235

171

110

56.4

12.6

1.41

C Range:  0 - 360DEG
C Interval: 10.0DEG

  Range:  0 -  90DEG
  Interval:  2.5DEG



Test Speed: MEDIUM Test System:EVERFINE GO-2000A_V1 SYSTEM V2.00.456
Temperature:25.3°C Humidity:65.0%

Test Distance:6.265m [K=1.0000]Operators:
Test Date:05 December 2022 Remarks:


